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[bookmark: _Toc361]Ⅰ Introduction
Fusion PBX is a Freeswitch based development, free to use open source PBX, the program is a set of FTA5120 with Fusion PBX using a highly reliable IP communication solution. When the PBX failure may cause the call interruption, call can not be connected and other communication obstacles, FTA5120 adapter as the supporter of SAS function, can provide independent networking ability in the enterprise communication network abnormality, to ensure the quality and reliability of the call.
[bookmark: _Toc1829][bookmark: 过程]Ⅱ Configuration Flow
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[bookmark: _Toc17691][bookmark: 设备连接]Ⅲ Configuration Operation
1. [bookmark: _Toc4460]Device Attachment
[image: f61ea458e39927e220584489fb7bfae]
2. [bookmark: _Toc32461][bookmark: 星纵云PBX配置]Config Fusion PBX
The extensions are configured on the Fusion PBX. The specific configuration method is not explained here. You can consult the user manual on the Fusion PBX website or contact your administrator to obtain the extensions information.
The example extension informations are:
[image: 1703753002371]
[bookmark: _Toc20706][bookmark: 登录设备web界面]①Log in to the web interface of FTA5120
You can choose to login the FTA5120 web interface using WAN port or LAN port.
LAN interface login method：
PC via Ethernet cable connection to a FTA5120 LAN port, the computer recognition network, browser type http://192.168.1.1/index.asp .Username password are admin by default.
WAN interface login method：
PC and FTA5120 are in the same network, input FATA5120 WAN port IP address (assigned by DHCP server, please contact your network administrator to obtain), open the browser and input WAN port IP address, username and password are admin by default.
[image: ]
3. [bookmark: _Toc6250][bookmark: FTA5120配置]Confg FTA5120
1　 [bookmark: _Toc9006][bookmark: SAS相关配置]Config SAS
Fill in the IP address or domain name of Fusion PBX in SAS tab, so that FTA5120 can forward the message. 
In this solution, the message forwarding path of the phone is:
 phone ->FTA5120 -> Fusion PBX.
Operation Steps：
Login FTA5120 web interface -> SAS -> SAS configuration -> fill in the relevant configuration -> save and apply.
[image: 0a8ea75d0ad598a6eb62f7824472af0]
	Parameters
	Description

	Proxy Server
	Input Fusion PBX’s domain name or IP address.

	Proxy Port
	Input Fusion PBX’s proxy port.



 
2　 [bookmark: _Toc20160][bookmark: 星纵云PBX故障时路由配置]Config SIP PnP
Enable SIP PnP of SAS tab.
Operation Steps：
Login FTA5120 web interface -> SAS -> SIP PnP -> select Enbale -> save and apply.
[image: 541f5048b700dd7628cce2e3c08e085]
3　 [bookmark: _Toc22686]Generate extension information on FTA5120
There are 3 ways to generate extension information in SAS, which are extension information upload, extension auto generation, and extension manual addition.
   Here, the extension manual addition method is used as an example. For other configuration methods, please see the supplementary page - Generating Extension Information.
[bookmark: _Toc1206]Attention：
The extension information imported here should be consistent with the extension information configured by the Fusion PBX.
To configure bulk devices, it is recommended to use extension information upload and extension auto generation.
Operation Steps：
Login FTA5120web interface -> SAS -> SIP PnP -> Add -> Fill in the extension number information (optional for binding MAC, if the user needs the extension number to bind a specific device, fill in, otherwise FTA5120 will automatically assign the extension number) -> Application -> save and apply.
[image: ]
	Parameters
	Description

	Dispaly Name
	Input display name.

	User Name
	Input username.

	Auth ID
	Input authentify ID.

	Password
	Input password.

	Bind MAC
	Manually enter a MAC address, the extension will only be able to send to the corresponding IP phone who has this MAC.



4　 [bookmark: _Toc5387]Config SAS Call Route
When the Fusion PBX is dropped, the FTA5120 can provide independent networking capabilities, and the phone can directly call in and out of the outside line through the FTA5120.
[bookmark: _Toc4385]Attention：
In order to realize the normal call in and call out of the internal phone and the external number, the call in route and call out route need to be configured separately.
Operation Steps：
Login FTA5120web interface -> SAS -> SAS call Routing -> fill in the relevant configuration -> save and apply.
 [image: ]
	Parameters
	Description

	Name
	Define the name of this route.

	Origin
	The starting point of the route.

	Destination
	The end point of the route.

	Dial Prefix
	When a dialed number with this prefix is matched, the call is forwarded on the corresponding route

	Strip
	Define the first few digits of a dialed number as a dialing prefix, delete the prefix digits of dialed number.

	Priority
	Route priority, when there is a conflict between two routes, execute the one with the higher priority, 0 is the highest level.












[image: ]
	Parameters
	Description

	Name
	Define the name of this route.

	Origin
	The starting point of the route.

	Destination
	The end point of the route,can set to IVR/Reception/Ring_GP(Ringing grop).

	Priority
	Route priority, when there is a conflict between two routes, execute the one with the higher priority, 0 is the highest level.

	Extension Number
	After the IVR is configured, fill in an extension number and set it as the switchboard. If the other party presses 0, it will be transferred to the extension.



















[bookmark: _Toc5325]5.IP Phone get profiles
Connect the IP phones to the Internet and wait for the configuration to be obtained.
[bookmark: _Toc25712]Ⅳ Test result verification
[bookmark: _Toc24131] 1. Check the extension registration status
You can check the extension registration through the FTA5120 extension status interface.
Operation Steps：
Login FTA5120 web interface -> SAS -> SAS Extension Status;
[image: c51943e650feed30be3cd6d5065dc9a]
2. [bookmark: _Toc3204]Dial test
Use extensions 5020 and 5022 for the call test.

[bookmark: _Toc27845][bookmark: _附页]Ⅴ Attached Sheet
[bookmark: _Toc4200]1. Generate extension information
[bookmark: _Toc2039]①Extension Extension Upload
We can download the extension information file template and fill in the extension information configured on FusionPBX in the form.
Operation Steps：
Login FTA5120 web interface -> SAS -> SIP PnP -> Extension Extension Upload -> Download -> Fill in the file -> Upload -> Save & Apply.
[image: 5b689528fe7dd43ecb4b9e59324d1f4]
[image: e5461833909070c7a71902f9d3bf214]
	Parameters
	Description

	Number
	Input the phone number.

	FirstName
	Input the username.

	[bookmark: _GoBack]AuthID
	Input the authentication ID.

	AuthPassword
	Input the authentication password.











[bookmark: _Toc10964]2. Extension Auto Genration
SAS can automatically generate 50 consecutive extension information with extension number X00-X49 (X can be selected from 1-9), and the default Password format is "Password+ extension number".
Operation Steps：
Log in the web interface of FTA5120 -> SAS -> SIP PnP -> Extension auto generation -> Select number prefix (1-9)  -> Generate -> Automatically generate extension list;
[image: c3e3d256386faa70661493320f296ce]
3. [bookmark: _Toc21200]Manually add extension
SAS allows users to manually add extension information.
Operation Steps：
Login the web interface of FTA5120 -> SAS -> SIP PnP -> Add  -> fill in information -> Application  -> save and apply;
[image: 6429dae9816de6fdbe6528144de441e]
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